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FEATURES & BENEFITS

Mini-style RF 2.4G multi-pixel 

RGB controller with SPI signal 

output

Output SPI signal to control a 

variety of digital LED lights with 

the compatible IC’s listed. IC 

type and R/G/B order can be set 

through the remote

Adapt 2.4GHz wireless technology, 

remote distance up to 30m

Built in 32 dynamic mode, include 

horse-race, chase, flow, trail, 

gradual change styles

By RF remote controls you can 

select from a variety of dynamic 

lighting effects, adjust changing 

speed and brightness, set control 

pixels quantity, adjust RGB 

sequence, select IC type

You can also customise two kinds 

of scene modes to bring you 

fantastic colour
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RF 2.4GHZ RGB LED SPI CONTROLLER SET
| MODEL NO: DIGISPICONKIT

TECHNICAL INFORMATION

Specifications

TM1803, TM1804, TM1809, TM1812, 

UCS1903, UCS1909, UCS1912, UCS2903, 

UCS2909, UCS2912, WS2811, WS2812, 

TM1829, TLS3001, TLS3002, GW6205, 

MBI6120, TM1814B, SK6812, UCS8904B, 

LPD6803, LPD1101, D705, UCS6909, 

UCS6912, LPD8803, LPD8806, WS2801, 

WS2803, P9813, SK9822, TM1914A

Compatible IC’s

Input & Output

RF (2.4GHz)

3V DC (CR2032)

2 Years

30m

L 107mm x W 58.5mm x H 9mm

Output Signal

Working Voltage

Standby Time

Remote Distance

Size

LED Remote
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5 - 24V DC

SPI (DATA / CLK)

1024 Max.

L 97mm x W 33mm x H 18mm

Input Voltage

Output Signal

Output dots

Size

LED Receiver
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DIMENSIONS

Match Guide

1. Match: Short press match key on the receiver, within 5 seconds, press on/off key on 

the remote.

2. Delete: Long press match key on the receiver for 5 seconds, delete all matched 

remotes.

INTERFACE INSTRUCTION

SAFETY INFORMATION
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REMOTE FUNCTION

Mode +/- : Short press switch dynamic mode built in controller, long press 2 seconds 

Mode+ run mode cycle, long press 2 seconds Mode- run the first mode.

Speed +/- : Adjust dynamic mode speed, short press 10 levels, long press 2 seconds get 

the fastest/slowest speed.

Bright +/- : Adjust brightness, short press 10 levels, long press 1-5 seconds for 

continuous 256 levels adjustment.

R/G/B +/- : Adjust R/G/B brightness respectively. short press 10 levels, long press 1-5 

seconds for continuous 256 levels adjustment.

White: Adjust white colour, short press turn on/off white (RGB mix), long press 15 

seconds for continuous 256 levels saturation adjustment.

Scene: Two scene memory, short press recall the scene, long press 2 seconds current 

colour to the scene.
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WIRING DIAGRAM

RGB CHANGE MODE LIST
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COMPATIBLE IC TYPE

USE REMOTE SET SPI DIGITAL LED STRIP


